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§86.094-3

(a) For light-duty vehicles, and for
model year 1994 and later light light-
duty trucks not subject to the Tier 0
standards of paragraph (a) of §86.094-9,
intermediate useful life and/or full use-
ful life. Intermediate useful life is a pe-
riod of use of 5 years or 50,000 miles,
whichever occurs first. Full useful life
is a period of use of 10 years or 100,000
miles, whichever occurs first, except as
otherwise noted in §86.094-9.

(b) For light light-duty trucks sub-
ject to the Tier 0 standards of para-
graph (a) of §86.094-9, and for heavy
light-duty truck engine families, inter-
mediate and/or full useful life. Inter-
mediate useful life is a period of use of
5 years or 50,000 miles, whichever oc-
curs first. Full useful life is a period of
use of 11 years or 120,000 miles, which-
ever occurs first.

(c) For an Otto-cycle heavy-duty en-
gine family, a period of use of 8 years
or 110,000 miles, whichever first occurs.

(d) For a diesel heavy-duty engine
family:

(1) For light heavy-duty diesel en-
gines, period of use of 8 years or 110,000
miles, whichever first occurs.

(2) For medium heavy-duty diesel en-
gines, a period of use of 8 years or
185,000 miles, whichever first occurs.

(3) For heavy-duty diesel engines, a
period of use of 8 years or 290,000 miles,
whichever first occurs, except as pro-
vided in paragraph (d)(4) of this defini-
tion.

(4) for heavy heavy-duty diesel en-
gines used in urban buses, for the par-
ticulate standard, a period of use of 10
years or 290,000 miles, whichever first
occurs.

(e) As an option for both light-duty
trucks under certain conditions and
heavy-duty engine families, an alter-
native useful life period assigned by
the Administrator under the provisions
of paragraph (f) of §86.094-21.

(f) The useful-life period for purposes
of the emissions defect warranty and
emissions performance warranty shall
be a period of 5 years/50,000 miles,
whichever first occurs, for light-duty
trucks, Otto-cycle heavy-duty engines
and light heavy-duty diesel engines.
For all other heavy-duty diesel engines
the aforementioned period is 5 years/
100,000 miles, whichever first occurs.
However, in no case may this period be
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less than the manufacturer’s basic me-
chanical warranty period for the en-
gine family.

[66 FR 25739, June 5, 1991, as amended at 57
FR 31897, July 17, 1992; 58 FR 4002, Jan. 12,
1993; 58 FR 9485, Feb. 19, 1993; 58 FR 15799,
Mar. 24, 1993; 59 FR 48494, Sept. 21, 1994; 60 FR
34335, June 30, 1995; 60 FR 40496, Aug. 9, 1995]

§86.094-3 Abbreviations.

(a) The abbreviations in §86.090-3 re-
main effective. The abbreviations in
this section apply beginning with the
1994 model year.

(b) The abbreviations in this section
apply to this subpart, and also to sub-
parts B, E, F, H, M, N and P of this
part, and have the following meanings:

ALVW—Adjusted Loaded Vehicle Weight

LPG—Liquefied Petroleum Gas

NMHC—Nonmethane Hydrocarbons

NMHCE—Non-Methane Hydrocarbon Equiva-
lent

PM—Particulate Matter

THC—Total Hydrocarbons

[66 FR 25740, June 5, 1991, as amended at 58
FR 33208, June 16, 1993; 59 FR 48494, Sept. 21,
1994; 60 FR 34335, June 30, 1995]

§86.094-7 Maintenance of records;
submittal of information; right of
entry.

(a) Introductory text through (a)(2)
[Reserved]

(a)(3) All records, other than routine
emission test records, required to be
maintained under this subpart shall be
retained by the manufacturer for a pe-
riod of eight (8) years after issuance of
all certificates of conformity to which
they relate. Routine emission test
records shall be retained by the manu-
facturer for a period of one (1) year
after issuance of all certificates of con-
formity to which they relate. Records
may be retained as hard copy or re-
duced to microfilm, punch cards, etc.,
depending on the record retention pro-
cedures of the manufacturer, provided,
that in every case all the information
contained in the hard copy shall be re-
tained.

(b)—(c)(2) [Reserved]

(¢)(3) The manufacturer (or con-
tractor for the manufacturer, if appli-
cable) shall retain all records required
to be maintained under this section for
a period of eight (8) years from the due
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